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Sign blades/assemblies based on those in the MUTCD (sign numbers indicated, 
except where noted), modified for traffic control use. All signs shall have a black 
legend and border on an orange background and use FHWA Series C typeface. 

Assemblies for Long-Term
Bike Lane Closures

24” 24”

18”

6”

18”

12”

R81/Custom Supplemental “CLOSED AHEAD” Plaque
• 3” letter height, all CAPS

R81/Custom Supplemental “CLOSED” Plaque
• 3” letter height, all CAPS
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Sign blades/assemblies based on those in the MUTCD (sign numbers indicated, 
except where noted), modified for traffic control use. All signs shall have a black 
legend and border on an orange background and use FHWA Series C typeface. 

Assemblies for Streets
Without Bike Lanes

R4-11 (BIKES MAY USE FULL LANE)
• Use: roads with two or more lanes per direction
• 4” letter height, all CAPS

W11-1 (bike warning) / W16-1 (SHARE THE ROAD) assembly
• Use: roads with one lane per direction
• W16-1: 5” letter height, all CAPS
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Sign blades/assemblies based on those in the MUTCD (sign numbers indicated, 
except where noted), modified for traffic control use. All signs shall have a black 
legend and border on an orange background and use FHWA Series C typeface. 

Blade Layout Details



City of Oakland, Temporary Traffic Control Sign Details for Bikeway Detours and Long-Term Bike Lane Closures

page 4 of 4 | November 2016

Sign blades/assemblies based on those in the MUTCD (sign numbers indicated, 
except where noted), modified for traffic control use. All signs shall have a black 
legend and border on an orange background and use FHWA Series C typeface. 

Example Assemblies for 
Bikeway Detours *

A                     B          C

D                                                   E

• 30” wide; height varies 
   based on content
• Min 2.5 letter height, all CAPS

• 24” wide x 36” high
• 24” wide x 33” high

• 24” wide x 30” high• 24” wide x 30” high

* Example assemblies shown above are from a project-specific detour. Assemblies will vary by project.


